
X.X = ± 0.4
X.XX = ± 

X.XXX = ± 0.1
0.2

X.X° = ± 
X° = ± 3°

1.0°

 40.52
1.595

  11.20
.441

 

 7.93
.312

 

7671.00±51.00
302.008±2.008
COIL LENGTH

12.70
.500

PITCH 1.01
.040

SLOT
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  3RD ANGLE
 PROJECTION

DESIGNED IN SOLIDWORKS SIZE

THIS IS AN UNCONTROLLED SALES DRAWING. 
THE DIMENSIONAL CHARACTERISTICS AND TOLERANCES OF
THIS PART SHOWN ON THIS DRAWING AS A REFERENCE TO 
THE DIMENSIONAL SPECIFICATIONS OF THE LAIRD STANDARD 
PRODUCTION DRAWING FOR THIS PART. ANY SUBSEQUENT 
CHANGES TO THE  STANDARD PART SPECIFICATION WILL 
SUPERSEDE THIS SALES DRAWING.
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 ANGULAR:

 TOLERANCES:

UNITS: MM [INCH]

PART SUPPLIED AS A 25FT COIL
FOR SHORTER LENGTHS, CONTACT LAIRD SALES

THIS DRAWING REPRESENTS THE PART IN A CONSTRAINED STATE

EXAMPLE: 0C98044017
ULTRASOFT, BRIGHT TIN PLATING

PLATING CODE
(SEE TABLE)

7 FOR STANDARD
8 FOR ULTRASOFT

CUSTOM LENGTH PART NUMBER CONFIGURATION:
0C9X 0440 XX

BASE PART NUMBER THICKNESS MATERIAL STANDARD LENGTH
PART NUMBER

0C97-0440

0C98-0440

0.178 ± 0.008 [0.0070]

0.102 ± 0.010 [0.0040]

BeCu ALLOY 25 TH01

BeCu ALLOY 25 TH01

0C97044002

0C98044002(ULTRASOFT)

(STANDARD)

PLATING CODE TABLE

NUMBER CODE PLATING TYPE

02

17

19

MORE PLATING OPTIONS AVAILABLE
CONTACT LAIRD SALES FOR DETAILS

BRIGHT FINISH

BRIGHT TIN

BRIGHT NICKEL
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