
CORE DIMENSIONS

UNCOATED CORE 25T0155-10P

MM INCHES MM INCHES

OD 3.94 (.155) ± .13 (.005)

ID 2.24 (.088) ± .13 (.005)

TH 1.27 (.050) ± .13 (.005)

SINGLE PARYLENE COATING

OD 3.96 (.156) ± .13 (.005)

ID 2.21 (.087) ± .13 (.005)

TH 1.30 (.051) ± .13 (.005)

WEIGHT / K 0.0511KGS

INITIAL PERMEABILITY 125  

MIN

(mH) MIN TOL.

NOM

(mH)

MAX

(mH)

MAX

TOL.

FREQ.

(kHz)

VOLT.

(V) TURNS

L Ref. 0.013 (-30%) 0.018 .023 (+30%) 1,000  1

Q REF - - - - 1,000  1

GROSS

IMPEDANCE

MIN

(W) TOL.

NOM

(W)
FREQ.

(MHz)

VOLT.

(V) TURNS

Z1 (REF.) 51.75 (-25%) 69.00 - - 100 - 3

Z2 113.0 (-25%) 151.0 - - 300 - 3

TYPE

coating

thickness

(mils.)

Min.

DLB

VAC TEST FORCE (LB)

25T0155-100 UNCOATED - - -

25T0155-10P PARYLENE 0.5 1000 .13

NOTES: 1. 38AWG for Measureing Gross Impedance

2. Cosmetic Specification refer to WI-QA-015.
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