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 ONE-PART SOLVENT BASED CONTACT ADHESIVE 

Eccostock Adhesive 13111 is a one-part CFC-free general purpose glue. It is a sprayable glue 

based on a synthetic rubber. Eccostock 13111 provides good adhesion to neoprene, natural and 

synthetic rubber, nylon, glass, ceramic, wood, PVC, insulation materials and most plastic 

materials. 

 

FEATURES AND BENEFITS  

• Good adhesion 

• Sprayable 

MARKETS 

• Commercial Telecom 

• Security and Defense 

• Test & Measurement 

 

 

SPECIFICATIONS 

TYPICAL PROPERTIES  ECCOSTOCK ADHESIVE 13111 

Best Service Temperature °C(°F) 18 – 20 (64.4 – 68) 

Solvent Light inflammable (ethylacetate/acetone) 

Density, g/cc 0.8 

Estimated Coverage per liter 2 m² 
 

 APPLICATIONS    

• Eccostock Adhesive 13111 is the recommended adhesive for bonding our Eccosorb foam 

absorbers. 

• It can be used to attach foam absorbers to different substrates. 

 AVAILABILITY    

• Eccostock Adhesive 13111 is standard available in 1 liter and 5 liter containers. 

• Country of Origin : Belgium, Europe 

 INSTRUCTIONS FOR USE 

• All surfaces to be bonded, except foam type absorbers and similar porous surfaces, should 

be cleaned of oil, grease and any foreign matter by means of a clean cloth dipped in an 

industrial cleaner degreaser solution. 

• Apply with good ventilation, avoid excessive breathing of vapours and wear individual 

adapted safety equipment. 

• Shake well before opening and mix thoroughly before use. 

• Best service temperature : 18 to 20°C. 

• Sprayable glue. 

• Both surfaces to be bonded must be spray coated. 

• Open time : 5 to 20 minutes according to applications. 

• Apply sufficient pressure to ensure good contact to the mating surfaces. 

 

Storage conditions :  

• Shelf life is 6 months when stored in closed, well sealed containers. 

• Conserve at a temperature of min 10°C in a dry place. 
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